
 

 
 
 
 

 
 
 

¶ COMPLETE METALLURGICAL BOND 

¶ SOLID OR COPPER CORED NIOBIUM AND TITANIUM SUBSTRATES 

¶ PLATINUM AND NIOBIUM THICKNSSES CAN BE OPTIMIZED 

¶ MECHANICAL STRENGTH AND DUCTILITY 

¶ LONG LIFE PLATINUM CLAD ANODES 

¶ STEEL CORE (OPTIONAL) FOR ADDED STRENGTH 

¶ EAST TO TRANSPORT AND INSTALL 

¶ AVAILABLE IN VARIOUS SIZES AND LENGTHS 

 

PLATINUM CLAD ANODES 



 

ANOMET PLATINUM ANODES 
 
 
 
 
 
 

Platinum clad anodes by Anomet feature all the ingredients 

necessary for a long life cost effective anode material.  A low 

consumption rate material metallurgically bonded to a corro-

sion resistant inert anodic oxide forming substrate with the 

flexibility of high conductivity or high strength core materials. 

Available in virtually any diameter and platinum thickness, 

Anometõs anodes are produced under strict quality control 

standards for long term trouble free performance.  Along with 

a quality product comes Anometõs excellent service and quick 

delivery. 

Contact Anomet Products for more information: 

* Double Platinum Thickness 

STANDARD PRODUCT SPECIFICATIONS  

ANOMET 20 (20% Nb)   

Diameter 

(inches) 

Nb Thickness 

(inches) 

Resistance 

(ɛɋ/ft) 

Pt Thickness 

ɛin.   (2X)* 

.750 .038 22 300   (600) 

.500 .025 50 200   (400) 

.375 .019 89 150   (300) 

.250 .013 201 100   (200) 

.188 .009 356   75   (150) 

.125 .006 806   50   (100) 

ANOMET 40 (40% Nb)  

Diameter 

(inches) 

Nb Thickness 

(inches) 

Resistance 

(ɛɋ/ft) 

Pt Thickness 

ɛin. (2X)* 

.375 .038 113 150   (300) 

.250 .025 256 100   (200) 

.188 .019 453   75   (150) 

.125 .013 1025   50   (100) 

.093 .010 1822   38     (75) 

.063 .007 4102   25     (50) 

.031 .0035 16,408   12.5  (25)  

ANOMET 100 Ti (100% Ti)  

Diameter 

(inches) 

Nb Thickness 

(inches) 

Resistance 

(ɛɋ/ft) 

Pt Thickness 

ɛin. (2X)* 

.750 Solid 468 300 

.500 Solid 1054 200 

.375 Solid 1874 150 

.250 Solid 4215 100 

.188 Solid 7454 75 

.125 Solid 16,862 50 
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PHONE: (508)842-3069 

FAX: (508)842-0847 

EMAIL: INFO@ANOMETPRODUCTS.COM 

W EB: WWW .ANOMETPRODUCTS.COM 


