
 

 
 
 
 
 
 

PRECIOUS METAL CLAD WIRE  
 
 

¶ CLAD WIRE COMBINES HIGH STRENGTH, HIGHLY CONDUCTIVE, BIOCOMPATIBLE, 

CORROSION RESISTANT,  AND RADIOPAQUE ALLOYS INTO ONE MATERIAL òSYSTEMó 

¶ FEATURING A COMPLETE METALLURGICAL BOND BETWEEN LAYERS 

¶ OFFERING GREATER DUCTILITY AND FORMABILITY 

¶ UNIQUE PROCESS ALLOWS FOR OPTIMIZATION OF LAYER THICKNESS AND RATIOS  

¶ AVAILABLE IN BI-CLAD AND TRI-CLAD CONFIGURATIONS 

¶ LONG CONTINUOUS LENGTHS POSSIBLE 

 



 

PRECIOUS METAL CLAD WIRE  
 
 
 
 
 
 

Anomet Products is the leader in the production of clad wire and 

ribbon including a line of precious metal clad products. Metallurgi-

cally bonded, precious metal clad wire and ribbon are a cost-

effective alternative to solid products for manufacturing high-

reliability connectors and components for aerospace, electronic, 

and medical applications. 

Anomet Precious Metal Clad Wire and Ribbon is designed for fabri-

cating micro-switches, connectors, and components used in high-

reliability applications.  

 

 

 

 

 

 

 

To meet specific requirements, clad metal wire can include platinum for 

oxidation-corrosion-resistance and biocompatibility; gold for contact 

resistance, and palladium or silver. Each can be clad to core materials 

such as copper, niobium, molybdenum, stainless steel, tantalum, and 

titanium.  Draw on Anomet Productõs 35 years of clad-metal experi-

ence to engineer the perfect wire solution to your design problem. 

830 BOSTON TURNPIKE ROAD  

SHREWSBURY, MA 01545 

  

PHONE: (508)842-3069 

FAX: (508)842-0847 

EMAIL: INFO@ANOMETPRODUCTS.COM 

W EB: WWW .ANOMETPRODUCTS.COM 

TYPICAL FORMS AVAILABLE  

Wire  .002ó (.05mm) ű ð  .125ó (3.2mm) ű   

Ribbon Up to 1.00ó (25mm) Wide 

Cladding Layers*  Bi-Clad (2 Layers), Tri-Clad (3 Layers) 

Typical Cladding Thickness**  2% or more 

* Unlimited Number of Layers Available 

Contact Anomet Products today for pricing and free samples. 

TYPICAL METALS AND ALLOYS  

CLADDING  CORE 

Gold (Au) 316 LVM 

Palladium (Pd) MP35N 

Platinum (Pt) Molybdenum (Mo) 

Platinum Iridium (Pt/Ir) Niobium (Nb) 

Silver (Ag) Nitinol 

Tantalum (Ta) Tantalum (Ta) 

Customer Spec. Alloys Tantalum Tungsten (Ta/W) 

 Titanium (Ti) 

 Customer Spec. Alloys 

* *Custom Thicknesses Available 

TRIPLE-CLAD METAL  

WIRE FEATURING  

High Strength Alloys 

Conductive Alloys 

Biocompatible Alloys 

Radiopaque Alloys 

Corrosion Resistance 

Wear Resistance 

Contact Resistance 


